
Ace Quad Ace Quad 115mm DURAKOTE® 80% Gloss
Available Slotted or Unslotted.

Hunter Red, White, Federation Green, Brown, Heritage Red, Smooth Cream, Merino, 
Jasmin Brown, Slate Grey, Iron Grey. 

Ace Quad DURAKOTE® 25% Gloss 
Available Slotted or Unslotted.

Heritage Red, Smooth Cream, Merino, Jasmin Brown, Slate Grey, Iron Grey, Mountain

Blue, Tuscan Red, Dusk, Off White, Birch, Gull Grey, Armour Grey, Mist Green,

Rivergum, Caulfield Green, Monolith, Ebony, Territory, Coventry, Gulf, Manteal, Basal, 
Wallaroo. 

flow rate:
Volume in 1m length 1.5 litres / second.

6.2 litres measures to overflow holes.

Half Round Half Round DURAKOTE®  80% Gloss
Available Slotted or Unslotted.

Heritage Red, Smooth Cream,  Merino, Jasmin Brown, Slate Grey,  Iron Grey.

Half Round DURAKOTE® 25% Gloss 
Available Slotted or Unslotted.

Heritage Red, Smooth Cream, Merino, Jasmin Brown, Slate Grey, Iron Grey, Mountain

Blue, Dusk, Off White, Birch, Gull Grey, Armour Grey, Bushsmoke, Mist Green, 

Rivergum, Caulfield Green, Monolith, Ebony, Territory, Coventry, Gulf, Manteal, 

Basal, Wallaroo. 

flow rate:
Volume in 1m length with overflow holes 1.5 litres / second. 

2.5 litres / second without overflow holes. 

6.48 litres measured to overflow holes. 

7.16 litres measured to back of gutter.

Roundline Roundline DURAKOTE® 80% Gloss

Available Slotted or Unslotted. 

Heritage Red, Smooth Cream,  Merino, Jasmin Brown, Slate Grey,  Iron Grey.

Roundline DURAKOTE® 25% Gloss

Available Slotted or Unslotted. 

Heritage Red, Smooth Cream, Merino, Jasmin Brown, Slate Grey, Iron Grey, Mountain 

Blue, Dusk, Off White, Birch, Gull Grey, Armour Grey, Mist Green, Caulfield Green, 

Monolith, Ebony, Territory, Coventry, Gulf, Manteal, Basal, Wallaroo. 

flow rate:
Volume in 1m length with overflow holes 1.5 litres /second. 

2.5 litres / second without overflow holes. 

6.32 litres measured to overflow holes. 

7 litres measured to back of gutter.

Nu-Line Nu-Line DURAKOTE® 80% Gloss 

White, Brown, Heritage Red, Smooth Cream,  

Slate Grey, Iron Grey. flow rate: 
Volume in 1m length 5 litres / second.

12.6 litres measures to overflow holes.

Mini-Line Mini-Line DURAKOTE® 80% Gloss 

White, Brown, Heritage Red, Smooth Cream, Merino, Jasmin Brown, 

Slate Grey, Iron Grey. 

Mini-Line DURAKOTE® 25% Gloss 

Rivergum, Ebony, Monolith. 

flow rate: 
Volume in 1m length 2.5 litres / second.

7.3 litres measures to overflow holes.

Steel Fascia/FASCIA COVER Steel Fascia DURAKOTE® 25% Gloss

White, Heritage Red, Smooth Cream, Merino, Jasmin Brown, Slate Grey,  

Iron Grey, Mountain Blue, Tuscan Red, Dusk, Off White, Birch, Gull Grey, Armour Grey, Mist 

Green, Rivergum, Caulfield Green, Monolith, Ebony, Basal, Territory, Wallaroo, Gulf, Manteal, 

Coventry.

Downpipe DURAKOTE® 80% Gloss

Hunter Red, White, Federation Green, Brown, Heritage Red,  

Smooth Cream, Merino, Jasmin Brown, Slate Grey, Iron Grey.  

Downpipe DURAKOTE® 25% Gloss

Heritage Red, Smooth Cream, Merino, Jasmin Brown, Slate Grey,  

Iron Grey, Mountain Blue, Tuscan Red, Dusk, Off White, Birch,  

Gull Grey, Armour Grey, Mist Green, Rivergum, Caulfield Green,  

Monolith, Ebony, Basal, Territory, Wallaroo, Gulf, Manteal, Coventry.

*Tuscan Red & Rivergum not available in 90mm Downpipe

Rollform 

Downpipe
100 x 50mm

100 x 50mm 

Volume in 1.8m length 9 litres.  

Flow Capacity 3.5 litres per second.

flow rate:

Rollform 
Downpipe
100 x 75mm

100 x 75mm 

Volume in 1.8m length 13.5 litres.  

Flow Capacity 4.4 litres per second.

flow rate:

90mm 
round

downpipe 

90mm Round Downpipe

Volume in 1.8m length 11.44 litres.  

Flow Capacity 4.2 litres per second.

flow rate:

®

Fascia Cover DURAKOTE® 25% Gloss

As per all Steel Fascia Colours + Brown.

Ace products

To view our extensive range of Rainwater Products - www.acegutters.com.au


